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282081-1 Product Details d share A print = Email
Superseal 1.5 Series Quick Links
ﬂ Always EU RoHS/ELV Compliant b Pricing & Availability
(Statement of Compliance) » Search for Tooling
p Product Feature Selector
Product Highlights: p» Contact Us About This Product
e AMP SUPERSEAL 1.5 SERIES™ Product
282081-1 Line
o Wire-to-Wire
TE Internal Number: 282081-1 ® Applies To Wire/Cable
& Active ® Accessory )
e Accessory Type = Cavity (Deadend) Plug
™ View 3D PDF View all Features
Add to My Part List Reguest Sample Find Similar Products
Buy Product
Documentation & Additional Information
Product Drawings: Additional Information:
e CAVITY PLUG FOR SUPERSEAL CONNECTOR (TAPPO CAVITA'... (PDF, ® Product Line Information

English)
Related Products:
Catalog Pages/Data Sheets: ® Tooling

e None Available

Product Specifications:
e 15 Position J.P.T. Sealed Female Connector (PDF, English)

Application Specifications:
e None Available

Instruction Sheets:
e None Available

CAD Files: (CAD Format & Compression Information)
e 2D Drawing (DXF, Version E)

e 3D Model (IGES, Version E)
e 3D Model (STEP, Version E)

List all Documents

Product Features (Please use the Product Drawing for all design activity)

Product Type Features: Environmental:
® Product Line = AMP SUPERSEAL 1.5 SERIES™ ® Operating Temperature (°C [°F]) = -30 - +105 [-22
e Product Type = Accessory - +221]
® Accessory Type = Cavity (Deadend) Plug
e Accessory Color = Red Conditions for Usage:

® Applies To = Wire/Cable

Body Features: ® For Use With = JPT Sealed Female Connector

e Seal Material = Silicone Rubber
Operation/Application:

Configuration Features: e Application Use = Wire-to-Wire

e GET 0.64 Connector System = No
Packaging Features:
Industry Standards: ® Packaging Method = Bag

® ROHS/ELV Compliance = RoHS compliant, ELV ® Packaging Quantity = 10,000

compliant

® |ead Free Solder Processes = Not relevant for lead Other:
free process ® Brand = AMP




e ROHS/ELV Compliance History = Always was RoHS

compliant
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