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3M™ PCB Connector
.100″ Four Row 3400 Series

Physical

Electrical

Environmental

Insulation
Material: Glass Filled Polyester (PBT)

Flammability: UL 94V-0
Color: Gray

Contact
Material: Copper Alloy
Plating:

Underplating: 100 μ″ [ 2.54 μm ] Nickel
U-Slot and Solder Tails: 10 μ″ [ 0.25 μm] Gold

or 200 μ″ [ 5.08 μm] Tin Lead
Wire Accommodation: 26 and 28 AWG Solid and Stranded

Marking: 3M Logo and Part Identification Number

Current Rating: 1 A
Insulation Resistance: > 1 × 109Ω at 500 VDC

Withstanding Voltage: 1000 VRMS at Sea Level

Temperature Rating:  -55°C to +105°C

Process Rating: Maximum molded insulator temperature 191°C. Maintain terminated cable tem-
perature below 160°C.  (Solder Wave Process Only)

• Low profile
• Standard staggered grid
• Variety of pin lengths and plating options available
• See Regulatory Information Appendix (RIA) for 

chemical compliance information

TS-0005-16
Sheet 1 of 4

Date Modified: February 6, 2007

UL File No.: E68080



3M

Interconnect Solutions
http://www.3M.com/interconnects/

3M is a trademark of 3M Company.
For technical, sales or ordering information call

800-225-5373

3M™ PCB Connector
.100″ Four Row 3400 Series

TS-0005-16
Sheet 2 of 4

 

.0 .00 .000
inch ± .1 ± .01 ± .005

[ ] D im ens io ns  fo r R e fe re nce  
O n ly

T o le rance  U n less  N o ted

 [m m ]
In ch

Center Contact
Layout Detail
Bottom View
3422, 3418

.024
[ 0.61 ]

Detail B

.010
[ 0.25 ]

3474, 3434, 3402, 3426

B

.125 ± .010
[ 3.18 ± 0.25 ]

No        XXXX.40
[ 10.2 ]

Connector Cover

.13
[ 3.3 ]

  .050 Typ
[ 1.27 ]

A

.07
[ 1.8 ] “U” Contact

.22
[ 5.6 ]

Solder Washpads
See Detail B

.100
[ 2.54 ]

.200
[ 5.08 ]

Connector Body

.40
[ 10.2 ]

.300
[ 7.62 ]

See Center
Contact Layout
Detail

  .22 Ref
[ 5.6 ]

Assembled Height
Cable

  .050 Ref
[ 1.27 ]

Contact 
Qty

Product 
Number

Dimension 
"A"

Locator 
Plate

10 3474 .70 [17.8] 3443-15
20 3422 1.20 [30.5] 3443-16
26 3434 1.50 [38.1] 3443-15
34 3402 1.90 [48.3] 3443-15
40 3418 2.20 [55.9] 3443-16
50 3426 2.70 [68.6] 3443-15

Ordering Information

Notes:
1. Assembly tools:  3M™ Press (or equivalent) 3640, 3M™ Platen 3442-9, see above for 3M™ Locator Plate. 

34XX- 000X X

Product number
(see chart above)

Tail length:
DIM B
0 = .097 [2.46] for .062" [1.57] pc board
1 = .153 [3.89] for .125" [3.18] pc board

Plating Option:
blank = gold plated (App. E1 & C1 Apply)
T = tin-lead plated (App. E3 & C2 Apply)
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Notes:
1.Hole pattern is shown for the mounting side of the P.C. Board.

 2.Each location may vary ± .002 [ 0.05 ] from Datum line X.
 3.Each location may vary ± .002 [ 0.05 ] from Datum line Y.
 4.Min P.C. Board area required per connector.
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3M Part Number 3402 (34 Pin)


