Plastic ,@.,
Catalog No. | Output Power| Amp Yoltage Output Voltage | Efficiency Operating Dimensions H*W*D Weight
(Watts Max) | Rating Range AC Temp Inches (mmj) LBS (Kg)

DMP1-504 0w 44-364  90264VAC  SVDC (4555 ad)) A0°Cto+50°C 354 x 090 x 4.08 (90 x 22.6 x 10€) 0.35 (016)
DMPH20M25 ] 125-107  90-264VAC 2VDC (10-14 adj) T6% 40°Cto+50°C 354 x 090 x 4.08 (50 x 22.6 x 10€) 0.29(013)
DMPH2025 0w A0-214  90-264VALC BYDC (1014 adj) 4% 40 C o +50°C 354 050 x 408 (%0 x 22.6 x 1) 0.35{016)
DMPH204 50w 50-357  90-264VAC 2VDC (10-14 adj) %% H0"Cto+50°C 54 x 126 x 402 (%0 x 32 x 102) 0.51(0:23)
DMPH502 0w 2W-167  S0-264 VAL 16 VDC (1413 adj) 4% A0 C o +50°C 354 x 090 x 402 (90 x 2.6 x 102) 0.35(0.16)
DMP1-24006 W 0.68-054  S0-264VAC 24 VDC (2228 adj) 81% 40" C to +50°C 354 050 x 402 (%0 x 22.6 x 10E) 0.29{013)
DMP1-240125 El 136-107  90-264VAC  MVDC(22-28 ad)) 5% 0" Cto+50°C 354 x 090 x 408 (%0 x 22.6 x 10E) 0.35 (016)
DMP-2402 B0 2ET-119  S0-264VAC M VDC (2228 adj) 5% 40" C to +50°C 154 x 126 x4.02 (%0 x 32 x 102) 0.51(0.23)
DMP1-4301 50w 109-096  D0-264VAC  4BVDC (46-52 adj) 35% 0 Cto+50°C 154 x126x 402 (90x 32 102) 051023

Plastic units not TUY certified.
Frequency: 47-63 Hz for all medels
1. Depends upon specific model selection, eutput woltage and/for upon 120 or 240 VAC operation

‘ Full Line Specifications:
Input voltage range 90-264 VAC
Nominal voltage 100-240 VAC
Input frequency 47-63 Hz
Load regulation drift +/- 1%
Short circuit automatic recovery
Storage temp -40°C to +85°C
Operating humidity 5% to 90% RH, non-condensing
Overcurrent protection: continuous protection
and automatic recovery (110% - 130%)
OverfUndershoot < 500mVY from 50%-100% load
change @ 0.24/pSec.
Hold-up Time = 20 mSec
Start-up Time <15ec
Meets ENG1000-3-2 harmonic distortion
Meets EMI standards ENS5022, FCCI58, ENSROR4
Meets vibration & shock standards IEC68-2-6, IEC68-2-2T

All models have internal fuse protection
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